














































































































































































Appendix B 

Page 86 
 

Energy Conservation Priority List 
 
The energy audit will be used to ascertain those energy conservation measures that are 
most energy efficient for the dwelling.  Prior to using the energy audit, the Subgrantees 
shall perform the activities of outreach, intake, dwelling assessment, health and safety, 
general heat waste, minor envelope repairs, and infiltration reduction based on blower-
door technology in dwellings.   
 
REM/Design energy audit software and priority list were approved by DOE on October 
4, 2010. It is to be used for the following building types: 
 

• Single-family dwellings 
• Mobile homes 
• Low-rise multifamily buildings containing: 

o 25 or fewer dwelling units, 
o 3 stories or fewer, 
o Individually metered, 
o Where the unit is heated and cooled independently, and 
o Unit has its own hot water heater. 

 
The REM/Design energy audit process requires a physical inspection of the home, 
specific diagnostic tests and proper data input into the software program. An energy 
profile of the existing home is compared to a set of improvements recommended for 
installation.  Each measure is then evaluated and a report is generated with the cost-
effectiveness of each measure listed by SIR (Savings to Investment Ratio). Only 
measures with an SIR of 1.0 or greater may be considered and measures must be 
installed with the highest SIR measures receiving priority. 
 
The following energy conservation measures shall be installed where feasible in site-
built single family dwellings, mobile homes and small multi-family dwellings (as defined 
above): 
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Energy Audit for Large Multi-Family Projects 
 
DOE has approved TREAT audits for all high-rise residential buildings (multifamily 
residential buildings four stories and above), as well as low-rise multifamily buildings 
(three stories or fewer) with shared (common) heating and air conditioning systems 
and/or water heating.  For residential buildings meeting these criteria, a “whole-building” 
energy audit and TREAT software based energy simulation must be conducted to 
determine the feasibility and cost effectiveness of all available measures.  All measures 
must be in conformance with the 10 CFR 440 Appendix A and must meet the minimum 
Savings-to-Investment Ratio (SIR) values.  The TREAT analysis must be conducted by 
a person qualified to conduct multifamily TREAT energy audits. 

 

General Heat Waste Measures 
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In addition to the above energy conservation measures priority lists, Subgrantees shall 
install the following general heat waste measures in all types of dwellings if feasible, 
including multi-unit dwellings and manufactured homes: 
 

• Filter replacement 
• Hot Water flow restrictor 
• Water heater blanket 
• Water heater pipe wrap 
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